
DESCRIPTION

Robust and permanent lockable power bollard, designed without installation
accessories, offering exceptional durability for reliable power supply in public and
urban environments across New Zealand. 

• Bollard tube made of aluminium with BEGA Unidure® coating technology

• For use with BEGA system bollard heads

• With lockable door and BKS safety lock with two keys

• Prepared for the local installation of New Zealand sockets

- Without connection box

- With gear tray, dimensions approx. 630 x 120 x 4mm

• Protection class IP54: dust-protected and protected against spraying water 

only in combination with mounted bollard head or closing head

ACCESSORIES

70 896 Anchorage Unit

With mounting flange made of hot-dip galvanised steel. Overall length 500mm. 
3 stainless steel M8 mounting screws. Pitch circle ø132mm.

71 128 Closing head

The closing head allows the use of a system bollard tube without illumination
function. 

DIMENSIONS/MM Ø 265mm x H 875mm

MATERIALS Cast Aluminium

FINISH Graphite

WEIGHT 14.1 kg (head and accessories additional) 

IP RATING IP54

SAFETY RATING I

WARRANTY
10 year warranty. 
Contact us for more details
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Actual product characteristics may vary. Moth Light Ltd reserves the right to improve, modify or update the product designs without prior notice.
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